Case: CON70911

/

Deutsch Connectors:

Deutsch Accessories:

Pin Extractor: SRK-RT-01
Crimping Tool: HDT-48-00

"A" DTM06-12SA (CON70389) + WM-12S (CON70391) + 7x0462-201-20141 (CON70216/5) + DTM12S-BT (CON70914)
"B" DTMO06-12SB (CON70390) + WM-12S (CON70391) + 3x0462-201-20141 (CON70216/5) + DTM12S-BT-BK (CON70913)
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INTERNAL DIAGNOSTIC LED: H
INTERNAL DIAGNOSTIC LED: External connections
Led 2 (green): 3V3P - ON => Ok
Led 3 (green): CPU - If Main Running => blinking with T_On=1s + wAmN npn
T_Off=1s. Otherwise failure => ON (and also during the PowerOn) Connector "A AU._.—SCQR_ 2SA - Qﬂm<v Connector "B AU._.—SCQK_ 2SB - W_mn_aV
or OFF.
Led 4 (green): FAULT - ON => Cumulative Fault . .
Led 5 (green): CanBus Status - ON: message transmission or 1: Power mCUU_< A\_N.:NA<0_OV 1: Not Connected AZOV
reception. 2: GND 2: GND
3: Not Connected (NC) 3: Not Connected (NC)
BT Functon e 4: Not Connected (NC) 4: Not Connected (NC)
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P 5: Not Connected (NC) 5: Not Connected (NC)
me M MMMM“M owm o% ow ow MMM m%w 6: Level 3 Input (4...20mA) 6: Not Connected (NC)
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: w M mmmmﬁa 8: CANopen (CAN_H) 8: Level 2 Input (VDO - 10...180Q)
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= ! NoceD ON | ON | ON | ON [ 73h| 115 10: CANopen (CAN_GND) 10: Not Connected (NC)
11: Not Connected (NC) 11: Not Connected (NC)
W.mwwczm%w_wmﬁo:m S1 di default: 12: Not Connected AZOV 12: Not Connected AZOV
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